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¢ Accessories(MLX-204E & MLX-206E & MLX-210E)

+ Description

Our mini centrifuges are essential laboratory equipment used in
clinical, environmental and industrial research. These personal

centrifuges are ideal for quick spins, microfiltration of samples, st deX(I;-1f. Adaptor for 0.5ml Centrifuge Tube ®8.4mm
cell separations and many other routine laboratory procedures. (Standard Configure}
Features
Ergonomically designed with a small footprint; Part Number
High grade plastic cover for clear visibility;
Smooth and quite operation; MLXF-2
Automatic stop when lid is opened; (Standard Configure) Adaptor for 0.2ml Centrifuge Tube ®6.4mm
Digital control delivers precise speed:;
Fit a variety of tubes with included accessories.
.. Part Number Name Diameter
+ Description
- The unit comes with three rotors and switchable dual speeds. It
can operate in one of three different modes(timed, touch MLXF-3 0.2ml 8-Place PCR Strio Rotator ©6.3
control and continuous). Its LED ring indicates operation (Standard Configure) P =
status. The LED ring color can be selected or turned off by
y a switch underneath the unit.
H| s
o ¢ Features
* MLX-200FE, with running ) : Part Number Name Diameter
dgy  ndicatorlight [0 Elegant design and contemporary appearance; '
RS : = [J Switchable dual speeds:6000~9200rpm;
'... [ - [J Multi rotors provided for different centrifuge tube; MLXF-7 1 5ml 6-Place Rotator ®11.1mm
. (Standard Configure) . :
’ D L1 Three operation modes are selectable; 3
[0 Automatical locking mechanism for safe operation;
MLX-200FE L] Wide voltage range (100-240 VAC);
* BARSE [J Color LED ring illuminates while unit is active. ¢ Accessories (MLX-200FE)
MLX-204E  MLX-206E  MLX-210E MLX-200FE
Part Number Name Diameter
Rotating Speed 4000rpm 6000rpm 10000rpm 6000rpm 9200rpm
24149 (5ml rotor) 56779 (5ml rotor) —
G-force(RCF) 900g 2000g 50009 2012g (1.5ml rotor) 4731g (1.5ml rotor) : LI 0.2mlI 8-Place ©6.3mm
1509g (0.2ml rotor) 3549g (0.2ml rotor) (Standard Configure) PCR Strip Rotator :
Shell color Pink Milky white Blue White
Part Numb Di
LED Color Selection NA Green, Blue, Red or Off At SUHIDEE Name lameter
Included Accessory
Standard in Packaging 6xMLXF-1, 6XMLXF-2, 1XMLXF-3, 1xMLXF-7 1XMLXF-4, 1xMLXF-5, 1xMLXF-6 MLXF—-4 oot St Rot o
Auto-run after . 1 (Standard Configure) X1 -omiRoter mm
Power Recovery £S
Safety Features Stop Immediately If Lid Open Note: Compatiable with MLXF-1, MLXF-2.
: — Part Number Name Qe I?lrmgnsmns Diameter
Relative Humidity <80% of Tube
140x155x115mm 187x240x139mm MLXF-5 Sl Roter o165
(Standard Configure) ®14.5mm~®15.5mm 20
Power Supply AC100V~240V, 50Hz/60Hz
Net Weight 1kg 1.8kg MLXF-8 5ml Large
(Optional Configure) Roter ®16.3mm~®16.7mm  ®16.7mm
Certifications CE NA
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